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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard (Part 1) which is identical with ISO 96-1 : 1992 'Textile machinery and 
accessories — Rings and travellers for ring spinning and ring doubiing frames — Part 1 : T-rings and 
their appropriate travellers' issued by the International Organization for Standardization (ISO) was 
adopted by the Bureau of Indian Standards on the recommendation of the Machinery for Fabric 
Manufacture Sectional Committee and approval of the Textile Division Council. 

Other part of this standard is as under; 

Part 2 HZCH-, HZ- and J-rings and their appropriate travellers 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. 
Attention is particularly drawn to the following: 

a) Wherever the words 'International Standard' appear referring to this standard, they should 
be read as 'Indian Standard'. 

b) Comma (,) has been used as a decimal marker, while in Indian Standards, the current 
practice is to use a point (.) as the decimal marker. 

In this adopted standard, reference appears to the following International Standard for which Indian 
Standard also exists. The corresponding Indian Standard which is to be substituted in its place is 
listed below along with its degree of equivalence for the edition indicated: 

International Standard Corresponding Indian Standard Degree of 

Equivalence 

ISO 3 : 1973 Preferred numbers — IS 1076 (Part 1) : 1985 Preferred numbers: Identical 
Series of preferred numbers Part 1 Series of preferred numbers 

In reporting the results of a test or analysis made in accordance with this standard, if the final value, 
observed or calculated, is to be rounded off, it shall be done in accordance with IS 2 : 1960 'Rules for 
rounding off numerical values {revised}'. 
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1 Scope 

This part of ISO 96 specifies the principal dimen- 
sions of T-rings {formerly called flange rings), and 
the mass, tolerance on the mass, wire section and 
range of numbers of the appropriate travellers for 
T-rings employed on ring spinning and ring doubling 
machines. It also specifies the method of desig- 
nation of the travellers. 



2 Principal dimensions of T-rings 

The principal dimensions of T-rings are illustrated in 
figure 1 and specified in table 1. 
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Figure 1 — Example of a T-rIng 



Table 1 - 


- Ring dimensions 


Dimensions In millimetres 
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1) The tolerance refers to the diameter d,, excluding any 


ovaHty. 


2) The tlange width b = 3,2 mm was designated previously 
as Ring flange No. 1. 


3) The flange width 6 = 4 mm was designated previously as 
Ring flange No. 2. 
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3 Travellers 

An example of a traveller appropriate for a T-ring is 
shown in figure 2. 




Figure 2 — Example of a traveller In the running 
position 



Wife section descriptions and symbols, and the 
iraveiler symbol and numbers are specified in 

table 2. 
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— Traveller specifications 




i 


Wire sectio 


n 


Number 


, Symbo! 


description 


symbol 


(g per 1000 
travellers) 






w 


flot 


f 


4 

4,5 
5 


25 
28 
31,5 


160 
ISO 
200 














5,6 


35,5 


224 










6,3 
7,1 


40 
45 


250 
280 






I 




^ 






8 


50 


315 


T 

1 






round 


r 


9 

10 
11,2 


56 
63 
71 


355 
400 
450 








12.5 
14 
16 


80 


500 










90 
100 


560 
630 






half-pound 


dr 


18 
20 


112 
125 


710 
800 








22,4 


140 


900 



Traveller numbers are taken from the R20 series of 
preferred numbers in accordance with ISO 3M]. The 
range of traveller numbers comprises values from 4 
to 900 Inclusive. 

The traveller number represents the nominal mass, 
in grams, of 1 000 travellers of the same type. 

The tolerance on the nominal mass for 1 000 travel- 
lers of the same type is ± 3 %. 

4 Designation of travellers 

The designation of a traveller for a T-ring shall in- 
clude the following information in the order given: 

a) "Traveller"; 

b) reference to this part of ISO 96 (i.e. ISO 96-1); 

c) the symbol "T"; 

d) the fiange width h, in millimetres, of the appro- 
priate ring; 

e) the manufacturer's designation for the traveller 
style (e.g. "C", "EL"); 

f) the wire section symbol; 

g) the traveller material if it is other than steel 
(where this information is omitted, it is assumed 
that the traveller material is steel); 

h) the surface finish (optional); 

i) the appearance (optional); 

j) the traveller number. 

EXAMPLES 

A traveller for a T-ring of flange width b = 4 mm, of 
style C, in flat steel wire, and of No. 45 is designated 
as follows: 

Traveller ISO 96-1 - T 4 C f-45 

A traveller for a T-ring of flange width 6 = 3,2 mm, 
of style EL, in half-round steel wire, and of No. 35.5 
is designated as follows: 

Traveller ISO 96-1 - T 3,2 EL dr-35,5 
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(informative) 
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Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 19B6 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters In the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS. This does not preclude the free use, In the course 
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Review of Indian Standards 

Amendments are Issued to standards as the need arises on the basis of comments. Standards are 
also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates 
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